
Technical Data Sheet

BRADY B401 PLASTIC SAFETY SIGNS

TDS No. B-401
Effective Date: 06/06/2008

Description:
Brady B-401 Plastic Safety Sign is a polystyrene sign panel, with protected graphics.  Panels are round-cornered and punched
for application to rigid surfaces.

Details:

Use:
Brady B-401 signs are designed for use in light duty industrial, utility, commercial, and institutional environments. Common
uses include safety signs, utility signs, information signs, and equipment warning signs. The sign construction is recommended
for both indoor and outdoor use.

Material Construction:
High impact polystyrene

Standard Background Colors:
Yellow, blue, green, red, orange, and white (conforms to OSHA recommendations)

Standard Legend Colors:
Black, white, red, blue, green and magenta

Thickness (ASTM D 1593):
Total: 0.060 in. (1.5 mm)

Abrasion Resistance (Method 5306 of U.S. Federal Test Method Std. No. 191A):
CS-10 wheels, 1000 g wts.
Legend withstands up to 700 cycles

Service Temperature:
-40ÁF to 175ÁF (-40ÁC to 80ÁC)

Average Outdoor Durability:
3-5 years (Average expected outdoor life of product will depend on user definition of failure and climatic conditions.)

Chemical Resistance:

REAGENT 7 DAY IMMERSION DIP TEST RUB TEST
30% Sulfuric Acid NE NE NE
10% Sulfuric Acid NE NE NE
30% Hydrochloric Acid F NE NE
10% Hydrochloric Acid NE NE NE
Glacial Acetic Acid F F NE
5% Acetic Acid NE NE NE
50% Sodium Hydroxide NE NE NE
10% Sodium Hydroxide NE NE NE
10% Sodium Chloride NE NE NE
10% Ammonia NE NE NE


